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Fairchild Diode BA217 Datasheet
BA216+ BA217- BA218- BA219
GENERAL PURPOSE DIODES
DIFFUSED SILICON PLANAR
* WIV. . 10V o 100V
® by 4 ne (MAX) BA216-218 D0-35 OUTLINE
ABSOLUTE MAXIMUM RATINGS (Note 1) I]_l'
Temparatures "
Storage Temperature Range —85*C to +200°C ae.'
Maximum Junction Oparating Tempaerature +175*C {_
Lead Temperature +280°C |
Power Dissipation (Note 2) pmiesn
Maximum Total Power Dissipation at 25°C Ambient 500 mW Ll
Linear Power Darating Factor (from 25°C) 333 MW/ G | _l-
Maximum Voltage and Currents I
Wiy Working Inverse Voltage BA21B 10V BA217 v
g Avarage Rectified Current BAZ18 50V BA218 100V
IE Continuous Forward Current 100 mA
M Peak Repatitive Forward oo i, _| L
Currant 200 mi . 1 | LTI,
H{surge) Peak Forward Surge Current 400 ma, !
Pulse Width = 18 1.0 A
Pulss Widith = 1 us 4.0 A NOTES:
Copper clad alesl leads, tin plaied
Gold plated lmads avadable
Hermetically sealed glass packags
Package weighi ia 0 14 gram

ELECTRICAL CHARACTERISTICS (25°C Ambient Temperature unless otherwies noled)

BAZ18 BAZ217-BAZ18 BAZ1E
SYMBOL| CHARACTERISTIC UNITS | TEST CONDITIONS
BN MAK M BAAN MIN MAAN
Ve Forward Voltage 1.40 Ig = 100 mA
1.50 IF = 50 mA
oro | 1.00 Ig= 15 ma
1.00 0.85 Ig = 10 mi
060 | 0.80 IF = 3.0 mA
o.ro 0.88 g = 1.0 mA
0.50 .62 Ig = 0.2 m&
IR Reverse Currant 1500 nA | Vp= 10V
BAZ1T 50 nA | Vg=10V
BA218 50 nh | V=28V
BAZ1T 200 A | VR=30V
BAZIE 200 nh | Vg=50V
200 nl Vg S0V
500 | nA | vg =100V
c Capacitance a0 a0 5.0 pF | VR =0, 1= 1 iz
tpy Saverse Fecovery Tame 4.0 4.0 na I = 10 mA, Iy = 60 mA
R = 1001 (Note 3)
120 ns Ip = 30 mA, Iy = 30 mA
R = 100 1 (Note 4)
NOTHS:
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